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As requested here is a review of the HPC 1200 Switch Blitz.  As a Code cutter it is the same as the standard 
1200 machines using a card for depth and spacing, the idea behind the duplicator on the blitz is a nice 
addition to the machine if you do not cut any (repeat any) deep cuts on the machine.  

 
HPC 1200 Switch Blitz  

 
Close up of the Duplicator guide (key guide down) 

 
Close up of the Duplicator guide (key guide up) 

 
Depth Crank handle 

Cutting Side of Code Cutter (14MC cutter) 

 
Code Depth Slide (used when cutting with cards) 



 
Note the pin on the Depth Crank handle hitting the 
slide (this is my main complaint it makes you think 
you are doing something wrong.) 

 
Here is the “bounce effect” that is so irritating. 

 
On the second rotation the pin again hits the slide.  
After you turn it about 2 ½ turns with the ”pin” down 
you can press in on it and it should lock into place. 
 

 
The Duplication Cutter CW-6010 is very unforgiving. 

 
It does not take any abuse at all note the teeth broken. 

 
For comparison the CW-6010 is the one on the left 
the CW-1011 is on the right note how sharp the end 
of the CW-6010 is compared to the flat spot on the 
CW-1011 if you are not careful (cutting too fast or 
too deep you can chip these teeth). 
 



 
CW14 to the left CW-6010 on the right. 

 
Lets first off change the cutter from code cutting to 
Duplication. 

 
Remove the retaining nut from the cutting shaft (I 
have the “Jiffy Speed Nut” and like it very much, 
ordered one for the other 1200 machine too.)  

 
Note the Jiffy nut on the top of the machine. 
 

 
Swap your cutter for the duplicator 

 
Retighten the retaining nut. 



 
Place your key to be Duplicated on the right side 
guide (note the little lever for the shoulder stop) the 
Jaws are the same on both sides of the machine 

 
Raise the lever to clear the key-blade before you try 
to cut a key it will interfere (the machine does not 
have a switch on this side to keep the machine from 
turning on like it does on the cutting side.)  

 
Insert your blank key to cut on the left side. 

 
Using the shoulder stop to align the key to the proper 
position. 

 
Place the shoulder stop in the down position to allow 
the safety switch to be cut out of the loop. (The safety 
switch will keep the machine from starting if not 
disabled.) 

 
Check to make sure the shoulder stop on the guide is 
clear.  



 
Move the slide to the right to clear the depth crank.  

 
Turn the Depth crank about 2 ½ turns align the 
plunger pin to the bottom (6 o’clock) position 

 
Press in the plunger this locks the handle crank in 
position.  

 
With the cutter running flip the knob down to allow 
the spring-loaded depth to activate (so it keeps 
constant pressure on the duplicating –guide)  

 
With the cutter running use the spacing crank to 
move the key across the cutter as you would while 
code cutting. 

 
Reverse the direction to finish the cutting. 

 Again if I were to purchase this machine I 
would be very disappointed: 

1. You can code cut and you can duplicate but 
you can’t do both with the accuracy you 
would like.   

2. If code cutting deep cuts it bottoms out on the 
duplicating guide. 

3. If duplicating you have to cut slow and both 
ways over the key to make sure you have a 
clean-cut key. 

4. The CW-6010 is very fragile and easy to chip 
(voice of experience) 

5. You can set the Duplication Guide shallow to 
allow you to cut the deep depths on the code 
cutter but then you may not use it as a 
duplicator with out recalibration. 

6. I do like the jaw vice knobs a lot better then 
the plastic coded blue ones on my regular 
1200.   

7. It only takes a couple of minutes to convert 
from Cutting to Duplicating (with a properly 
calibrated machine) 

 
☺☺ Make Money ☺☺ Be Happy ☺☺  

 
 



 
 


